
Item no. KPL520-0901

General Product Information

Dimensions LxWxH 417 x 440 x 362 cm

Age Group 3+

Play Capacity 15 children

Colour Options

The KOMPAN Pirate Ship inspires and attracts 
play again and again. The strong theme 
inspires dramatic play, and the variation of 

climbing, gliding and sliding attracts play on 
end, again and again, year after year. The unit 

forms a whole playground with its diverse play 
activities The open space behind the keel 
features a steering wheel. This spurs dramatic 

play conversations, stimulating language and 
communication skills The cabin under deck has 
a nice seat for socializing. A climbing wall and 

access climber lead to the deck. Up here there 
is another steering wheel, supporting dramatic 

play and turn-taking skills. From upper deck, 
the child can slide, or take a whizzing glide 
down the dare-devil fireman's pole. This trains 

the understanding of space and helps the child 
build up and understanding of space and 
measures.
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Item no. KPL520-0901

Installation Information

Max. fall height 148 cm

Safety surfacing area 36.8 m²

Numbers of Installers 
(persons)

2

Total installation time 19

Excavation volume 1.33 m³

Concrete volume 0.38 m³

Footing Depth (Standard) 90 cm

Shipment Weight 613 kg

Anchoring options In-ground

Surface    

Warranty information

Panels of 19mm EcoCore™. EcoCore™ is a 
highly durable, eco friendly material, which is not 
only recyclable after use, but also consists of a 

core produced from 100% recycled material.

Posts are available in two types of material: Pine 
wood posts pressure impregnated class AB with 
tanalith E3475 according to EN335 or aluminium 

post t=2mm with anodized surface treatment. 
Base material EN AW 6060 T66.

Floors and panel activities are available in two 
types of material: Waterproof plywood decks 
thickness 21,5mm from pine and alder wood 

with anti-slip film on both sides. High Pressure 
Laminate HPL thickness 17,8mm with nonskid 

surface texture according to EN 438-6.

The main posts are equipped with hot dip 
galvanised steel footings. The steel footings 
elevates the posts 20mm from ground level to 

avoid contact with surfacing material.

Slides are available in three different materials: 
moulded on piece PE slides, Combined 
EcoCore™ sides and stainless steel slide bed 

t=2mm. Full stainless steel AISI304 t=2mm.

Steel components are hot dip galvanised inside 
and outside with lead free zinc. The 
galvanisation has excellent corrosion resistance 

in outside environments and requires low 
maintenance.
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Panels Lifetime

Post 10 Years

Floors (decks) 10 Years

Ropes 5 Years

Spare parts guaranteed 10 Years



Max fall height | Total height | Safety surfacing area Max fall height | Total height

Click to see 1:100 ratio TOP VIEW Click to see 1:100 ratio SIDE VIEW
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https://s3.eu-west-1.amazonaws.com/s3.kompan.redhost.dk/prod/KPL520_Footprint_EN.pdf
https://s3.eu-west-1.amazonaws.com/s3.kompan.redhost.dk/prod/KPL520_Side_EN.pdf
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